Size 60 x 60 cm (23 5/80 x 23 5/8)

You need:

x  Blue patterned fabric 50 cm ( 19 5/80)
x  Blue silk fabric 60 cm ( 23 5/80)

k  Turquoise silk fabric 120 cm ( 480)

x  Matching sewing thread in blue and
turquoise.

x Invisible zipper 40 cm ( 160)
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Cotton yller cord 6mm (10), 8.0 m (8, 7 yd.)
Marking pen

Invisible zipper foot

Welting foot

Twin welting foot

All the fabrics have the width 140 cm (550)



1 Cutting

1.5 cm (5/80) seam allowance is included.

Blue patterned fabric

2 pieces T 43 x 43 cm (170 x 170)

Blue silk fabric
4 pieces T 13 x 43 cm (50 x 170)
4 pieces T 13 x 63 cm (50 X 24 T0)

Turquoise silk fabric

4 pieces- 7.5 x 63 cm (30 x 24 T0))
Twin Welting foot

2 pieces T5x 130 cm (20 x 51 10)
Welting foot

Cut the turquoise fabric on the bias to get

nice corners.

2 Sewing
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Attach the standard foot on your Classic
Style Home sewing machine. Thread your
sewing machine with blue sewing thread on
the top and bobbin

Sew the blue silk fabric and the blue
patterned fabric right sides together. Refer
to the layout designs for the placement. Sew
3 of the sides. Insert the zipper in the fourth
side.

Use the marking pen to mark the length of
the zipper on the right side of the fabric, on
both sides of the opening. The zipper should
be at least 2 cm to 3 cm (0 to 1 1) longer
than the opening.

Attach the special Invisible Zipper Foot
and select a straight stitch, middle needle
position and stitch length to 2.5 to 3.0 mm.

Open the zipper and patten the coil slightly
with your thumb, so that the seam line
between the tape and the coil becomes
visible. Never iron the zipper.

Place the right half of the zipper onto the
right side of the opening, with right sides

of the zipper and fabric together. The coil
should lie directly on the seam line, starting
about 1.5 to 2 cm (5/8ii to 1) below the
upper edge of the fabric. Pin in place, if
desired. Make sure that the bottom end of
the zipper extends 2 cm to 3 cm (T to 1 1)
beyond the bottom end of the opening.

Carefully press the teeth slightly to the right
and lower the zipper foot, so that the coil lies
in the groove to the right of the needle.






